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Dolphin Automation is a rapidly growing organization established with a vision to offer the best quality automation 
products and reliable sensors to customers across the globe. Our durable and dependable products are available at 
the most competitive prices. A large scale manufacturing capability has helped us establish our competitiveness in 
the global market.

The company owns well equipped manufacturing and research facilities. It is home to some of the most sophisticated 
technology. The state-of-the-art machinery and research facilities speak volumes of the quality 
and efficiency maintained in the products and the manufacturing process. This ensures, our customers get 
quality products at the lowest prices.
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PID CONTROLLERS

TEMPERATURE CONTROLLERS

HUMIDITY CONTROLLERS

PROCESS IND. / CONTROLLERS

LOAD CELL IND. / CONTROLLERS

COUNTERS

TIMERS

RPM

PANEL METERS

BUZZERS



PID CONTROLLERS

MODEL NO.

AT M8P

AT K8P

AT N8P

AT 66P

DIMENSIONS (MM) DIGITS CONTROL MODE RESOLUTION

96x96x50

72x72x75

48x48x85

96x48x65

SENSOR RANGE FEATURES

SMPS SUPPLY 90 TO 270 VAC

UNIVERSAL INPUT J / K / RTD

SET POINT 1 - RELAY & SSR BOTH

SET POINT 2 - CAN BE CONFIGURED AS

a) ALARM OUT

b) INDEPENDENT SET POINT

c) SOAK TIMER

4+4 ON-OFF / PID
1 C for J & K / 0.1 C

for RTD

3+3

-99 to 600  C  FOR J

-99 to 1300 C FOR K

-99.9 to 399.9 C for PT 100

DOUBLE SET POINT - DOUBLE DISPLAY

TEMPERATURE

TC M42

TC K42

TC N42

TC 642

TC 632

96x96x50

72x72x75

48x48x85

48x96x65

96x48x65

MODEL NO.

TC M41

TC K41

TC N41

TC 641

TC 631

TC N31

DIMENSIONS (MM) DIGITS CONTROL MODE RESOLUTION

96x96x50

72x72x75

48x48x85

48x96x65

96x48x65

48x48x85

4

ON-OFF / AUTOTUNE 1 C for J & K / 0.1 C for RTD

SENSOR RANGE FEATURES

-99 to 600 c  FOR J

-99 to 1300 c FOR K

-99.9 to 399.9 c for PT 100

SMPS SUPPLY 90 TO 270 VAC

UNIVERSAL INPUT J/K/ PT100

OUTPUT RELAY 7 AMP / SSR / BOTH

SINGLE SET POINT - SINGLE DISPLAY

3

D A
Appreciating Quality Automation

R

2Visit us at: www.dolphinautomation.com email: dolphinautomation9@gmail.com

MODEL NO. DIMENSIONS (MM) DIGITS CONTROL MODE RESOLUTION

4 ON-OFF / AUTOTUNE

SENSOR RANGE FEATURES

-99 to 600 c  FOR J

-99 to 1300 c FOR K

-99.9 to 399.9 c for PT 100

SMPS SUPPLY 90 TO 270 VAC

UNIVERSAL INPUT J/K/ PT100

OUTPUT RELAY 7 AMP / SSR / BOTH

3

1 C for J & K / 0.1 C for RTD

DOUBLE SET POINT - SINGLE DISPLAY



PTC - 141

PTC - 341

96x96x65

72x72x65
4 ON - OFF MODE 1 C for J & K / 0.1 C for RTD

-99 to 600 C FOR J / -99 to 1300 C FOR K

-99.9 to 399.9 C for PT100

SMPS SUPPLY 90 TO 270 VAC

OUTPUT RELAY 7 AMP / SSR / BOTH

POT TYPE (PUSH TO SET)  CONTROLLER - SINGLE SET POINT - SINGLE DISPLAY

MODEL NO. DIMENTIONS (MM) DIGITS CONTROL MODE RESOLUTION SENSOR RANGE FEATURES

TC - 144 96x96x65 4

ON - OFF MODE

0.1 C - RTD -99.9 to 399.9 C - PT100

SMPS SUPPLY 90 TO 270 VAC

OUTPUT RELAY 7 AMP / SSR / BOTH

SPECIAL PURPOSE CONTROLLERS
MODEL NO. DIMENSIONS (MM) DIGITS CONTROL MODE RESOLUTION SENSOR RANGE FEATURESSET POINTS

4

MODEL NO.

TC M81

TC K81

TC N81

TC 661

DIMENSIONS (MM) DIGITS CONTROL MODE RESOLUTION

96x96x50

72x72x75

48x48x85

96x48x65

SENSOR RANGE FEATURES

SINGLE SET POINT - DOUBLE DISPLAY

4+4

ON-OFF / AUTOTUNE 1 C for J & K / 0.1 C for RTD

3+3

-99 to 600 c  FOR J

-99 to 1300 c FOR K

-99.9 to 399.9 c for PT 100

SMPS SUPPLY 90 TO 270 VAC

UNIVERSAL INPUT J/K/ PT100

OUTPUT RELAY 7 AMP / SSR / BOTH

HUMIDITY CONTROLLERS

MODEL NO.

H - M41

H - K41

H - N41

H - 641

H - 931

DIMENSIONS (MM) DIGITS CONTROL MODE RESOLUTION

96x96x50

72x72x75

48x48x85

48X96X65

36X72X70

SENSOR RANGE

CAPACITIVE TYPE SENSOR

RANGE - 10 TO 95% RH

FEATURES

SMPS SUPPLY 90 TO 270 VAC

CAPACITIVE SENSOR

HUMIDITY - DE HUMIDITY MODE

TIME DELAY FUNCTION / HYSTERISES

OUTPUT RELAY 7 AMP / SSR / BOTH

SINGLE SET POINT - SINGLE DISPLAY

4

3

ON-OFF 0.1 % RH
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BAKING MACHINE

CONTROLLER
96x192x85 3+3+2 1 C - K-TYPE 3 -99 to 1300 C - K - TYPE



MODEL NO. DIMENSIONS (MM) DIGITS CONTROL MODE RESOLUTION

4+4 ON-OFF

SENSOR RANGE FEATURES

SINGLE POINT - DOUBLE DISPLAY

H - M81

H - K81

H - N81

96x96x50

72x72x75

48x48x85

CAPACITIVE TYPE SENSOR

RANGE - 10 TO 95% RH
0.1 % RH

SMPS SUPPLY 90 TO 270 VAC

CAPACITIVE SENSOR

HUMIDITY - DE HUMIDITY MODE

TIME DELAY FUNCTION / HYSTERISES

OUTPUT RELAY 7 AMP / SSR / BOTH

MODEL NO. DIMENTIOSN (MM) DIGITS CONTROL MODE RESOLUTION

4+4 ON-OFF

SENSOR RANGE FEATURES

HUMIDITY + TEMP CONTROLLER - DOUBLE DISPLAY

TH - M82

TH - K82

TH - N82

96x96x50

72x72x75

48x48x85

CAPACITIVE TYPE SENSOR

RANGE - 10 TO 95% RH

TEMPERATURE SENSOR

PT 100 -99.9 c TO 399.9 c deg

0.1 % RH

SMPS SUPPLY 90 TO 270 VAC

CAPACITIVE SENSOR

HUMIDITY - DE HUMIDITY MODE

TIME DELAY FUNCTION / HYSTERISES

OUTPUT RELAY 7 AMP / SSR / BOTH

 COUNTER

MODEL NO.

C - 16X

C - 36X

C - 66X

C - 96X

C - 86X

DIMENSIONS (MM) DIGITS SET POINT

96X96X65

72X72X65

48X96X65

36X72X70

38X62X66

FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

INPUT - PNP & NPN SELECTABLE

CONTACT SWITCH, VOLTAGE PULSE

FRONT AND BACK RESET

HIGH & LOW SPEED MODE

MEMORY - 10 YRS

EVENT COUNTER

6

C - 18

C - 38

96X96X65

72X72X65

INPUT SUPPLY 240 VAC / 24 VDC

INPUT - PNP & NPN SELECTABLE

CONTACT SWITCH, VOLTAGE PULSE

FRONT AND BACK RESET

HIGH & LOW SPEED MODE

SET POINT

SINGLE

MODEL NO. DIMENSIONS (MM) DIGITS SET POINT FEATURES

4+4

DOUBLE DISPLAY

PRESET COUNTER

MEMORY - 10 YRS

FRONT & BACK RESET

MANUAL & AUTO RESET

RELAY 7 amp @250 vac

SOFT KEY SETTING

SET VALUE DISPLAY
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MODEL NO.

C - 161

C - 361

C - 661

DIMENSIONS (MM) DIGITS SET POINT

96X96X65

72X72X65

48X96X65

FEATURES

PROGRAMMABLE COUNTER

6 SINGLE

INPUT SUPPLY 240 VAC / 24 VDC

INPUT - PNP & NPN SELECTABLE

CONTACT SWITCH, VOLTAGE PULSE

FRONT AND BACK RESET

HIGH & LOW SPEED MODE

MEMORY - 10 YRS

FRONT AND BACK RESET

MANUAL AND AUTO RESET

RELAY 7 amp @ 250 vac

SOFT KEY SETTING

SCALE FACTOR - MULTIPLICATION

DIVISION

SELECTABLE RESOLUTION

TOTALISE

MODEL NO.

C - M6TW

C - K6TW

C - M4TW

C - K4TW

DIMENSIONS (MM) DIGITS SET POINT

96X96X65

72X72X110

96X96X65

72X72X110

FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

INPUT - PNP & NPN SELECTABLE

CONTACT SWITCH, VOLTAGE PULSE

FRONT AND BACK RESET

HIGH & LOW SPEED MODE

PRESET COUNTER ( THUMBWHEEL )

6

4

SINGLE

MEMORY - 10 YRS

FRONT AND BACK RESET

MANUAL AND AUTO RESET

RELAY 7 amp @ 250 vac

SOFT KEY SETTING

PROCESS INDICATOR / CONTROLLERS

MODEL NO. DIMENSIONS (MM) DIGITS SET POINT FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

24VDC FOR SENSOR

ANALOGUE LOW/HIGH

DIGITAL  LOW/ HIGH

4

SINGLE

PI-14X

PI-34X

PI-64X

PI-141

PI-341

PI-641

96X96X70

72X72X110

48X96X65

96X96X70

72X72X110

48X96X65

NONE

RESOLUTION

SELECTABLE

INPUT

0-10 VDC

OR

0-20 mA
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MODEL NO.

DT - 181

DT - 381

DIMENSIONS (MM) DIGITS SET POINT

96X96X65

72X72X65

FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

RANGE - 9999 / 999.9 / 99.99

                Hr. / Min / Sec / Milli Sec 

FRONT AND BACK RESET

MEMORY OPTIONAL - OFF / 10 Yrs.

ON / OFF DELAY  TIMER

4+4

DOUBLE

DISPLAY

SINGLE

FRONT AND BACK RESET

RELAY 7 amp @ 250 vac

SOFT KEY SETTING

SET VALUE DISPLAY

MODEL NO.

T - 18

T - 38

DIMENSIONS (MM) DIGITS SET POINT

96X96X65

72X72X65

FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

RANGE - Hr. : Min / Min: Sec / Sec: Milli Sec 

FRONT AND BACK RESET

MEMORY - 10 YR

CYCLIC  TIMER

4+4

DOUBLE

DISPLAY

SINGLE

FRONT AND BACK RESET

RELAY 7 amp @ 250 vac

SOFT KEY SETTING

SET VALUE DISPLAY

MODEL NO.

T - 161

T - 361

T - 661

DIMENSIONS (MM) DIGITS SET POINT

96X96X65

72X72X65

48X96X65

FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

RANGE - Hr. : Min : Sec & Min : Sec : Milli Sec

CYCLIC , ON DELAY , OFF DELAY

FRONT AND BACK RESET

PROGRAMMABLE  TIMER

6 SINGLE

MEMORY - 10 YRS

FRONT AND BACK RESET

RELAY 7 amp @ 250 vac

SOFT KEY SETTING

TIMERS

MODEL NO.

T - M3TH

T - K3TH

T - N3TH

DIMENSIONS (MM) DIGITS SET POINT

96X96X65

72X72X65

48X48X110

FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

RANGE - 999 / 99.9  Min / Sec 

FRONT AND BACK RESET

MEMORY - OFF

ON / OFF DELAY  TIMER (THUMBWHEEL)

3 SINGLE

FRONT AND BACK RESET

RELAY 7 amp @ 250 vac

THUMBWHEEL SETTING

SET VALUE DISPLAY
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LOAD CELL INDICATORS & CONTROLLERS
MODEL NO.

WI - 15X

WI - 151

WI - 152

WI - 153

DIMENSIONS (MM) DIGITS SET POINT

96X96X65

FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

SENSOR - LOAD CELL

AUTO CALIBRATION

TARE - FRONT AND BACK

PEAK HOLD

5

FREE FLOW

MEMORY - 10 YRS

RELAY 7 Amp / SSR / BOTH 

SOFT KEY SETTING

NONE

SINGLE

DOUBLE

TRIPLE

RESOLUTION

SELECTABLE

MODEL NO.

T - 66X

T - 96X

DIMENSIONS (MM) DIGITS

48X96X65

36X72X70

FEATURES

INPUT SUPPLY 240 VAC / 24 VDC

RANGE - 999999 / 99999.9

                Hr. / Min / Sec 

BACK RESET

MEMORY - 10 Yrs.

TIME TOTALISER

6

SOFT KEY SETTING

GATED INPUT

SENSOR INPUT

VOLTAGE PULSE

MODEL NO.

R - 64X

R - 34X

R - 94X

DIMENSIONS (MM) DIGITS FEATURES

INDICATORS

4

INPUT SUPPLY 240 VAC / 24 VDC

INPUT - PNP & NPN SELECTABLE

RPM

48X96X65

72X72X65

36X72X70

CONTACT SWITCH, VOLTAGE PULSE

HIGH & LOW SPEED MODE
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MODEL NO.

R - 161

R - 361

R - 661

DIMENSIONS (MM) DIGITS FEATURES

RPM CONTROLLERS

6

INPUT SUPPLY 240 VAC / 24 VDC

INPUT - PNP & NPN SELECTABLE

CONTACT SWITCH, VOLTAGE PULSE

LOW & HIGH SET POINT

MEMORY - 10 YRS

96X96X65

72X72X65

48X96X65

INITIAL DELAY

MULTIPLIER

DIVIDER

HIGH & LOW SPEED MODE

DIGITAL PANEL METERS

TEMPERTURE INDICATOR

MODEL NO. DIMENSIONS (MM) AUX VOLTAGE DIGITS SENSOR RANGE

PM-64 TI

PM 14 TI

PM 34 TI

48X96X65

96X96X70

72X72X65

STANDARD

180 TO 250 VAC

ON DEMAND

12/24/48 VDC

110 VAC

1/23  DIGITS

SIZE 0.56”

J TYPE

0 TO 600 C

K TYPE

0 to 1200 C

RTD ( PT 100)

-50 to 400 C

FOR J & K

1 C

RTD (Pt100)

0.1 C or

1 C On Demand

RESOLUTION

AC VOLT METER

MODEL NO. DIMENSIONS (MM) AUX VOLTAGE DIGITS VOLTAGE RANGE

PM-64 VA

PM 14 VA

PM 34 VA

48X96X65

96X96X70

72X72X65

STANDARD

180 TO 250 VAC

ON DEMAND

12/24/48 VDC

110 VAC

1/23  DIGITS

SIZE 0.56”

0 TO 750 VAC

RESOLUTION

1 VOLT

AC CURRENT METER

MODEL NO. DIMENSIONS (MM) AUX VOLTAGE DIGITS AMPERE RANGE

PM-64 IA

PM 14 IA

PM 34 IA

48X96X65

96X96X70

72X72X65

STANDARD

180 TO 250 VAC

ON DEMAND

12/24/48 VDC

110 VAC

1/23  DIGITS

SIZE 0.56”

0 TO 19.99 Amp

/

0 to 1300 Amp

with programmable

CT Ratio

RESOLUTION

0.01 Amp

/

1 Amp
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DC VOLT METER & LINE FREQUENCY METERS ALSO AVAILABLE
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DIN RAIL TIMER

MODEL NO. TYPE RANGE RELAY RESET SUPPLY VOLTAGE INDICATIONS

4S

4MS

4SD

SINGLE RANGE

ON DELAY

MULTI RANGE

ON / INTERVAL DELAY

DUAL RANGE

STAR DELTA

3/10/30/60 sec

15/60 Sec

7.5/60 Min

RUN UP TIME
30 / 60 Sec
PAUSE TIME
50 / 100 mSec

SINGLE C/O

SINGLE C/O

TWO C/O

ON DEMAND

SINGLE C/O

EACH FOR

STAR & DELTA

POWER ON RESET

(<100mS)

220 VAC DEFAULT

24VDC/110VAC/440VAC

ON DEMAND

POWER ON

&

RELAY ON

LED INDICATION

SOLID STATE BUZZER

AVAILABLE FOR 24 VDC/AC TO 240 VAC

DIMENSIONS (mm) = 96X96X70

SINGLE TONE & MULTI TONE AVAILABLE
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Notes:



Delhi/NCR

Jaipur

Agra

Pune

Mumbai

Hyderabad

Banglore

Kochi
Chennai

Goa

KolkataAhmedabad

Kanpur

Bhilwara

Surat

Ludhiana

Coimbatore

Jammu

Indore

Nagpur

Jodhpur

Presence in all Major Industrial Cities of INDIA
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DOLPHIN AUTOMATION
A2/86, SITE - V (NEAR KASNA)

UPSIDC, GREATER NOIDA - 201308

Phone: 0120-2341839, 9810079611, 9810879611

E-mail: dolphinautomation9@gmail.com

Website: www.dolphinautomation.com
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